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PLAYER S  AND  M IXER

Option A, decks and mixer.

CDJ-3000 or CDJ-3000X PREFERRED

CDJ-2000NXS2 accepted. 2 players minimum, 3

welcome.

Mixer: DJM-A9 or DJM-900NXS2 PREFERRED

DJM-V10 and Allen & Heath Xone:96 or Xone:92 are

fine.

All players linked over Pro DJ Link on current

firmware.

Option B, standalone.

Pioneer XDJ-RX3 PREFERRED

AlphaTheta XDJ-AZ, Pioneer XDJ-XZ, RX2 and RX

are all fine.

Not the XDJ-RR, and no DDJ controllers. I don't

bring a laptop.

Media. I play from USB drives exported from

rekordbox and carry a backup. Send me the exact

player models at advance so the drives are formatted

to match.

MON I TOR S

Two powered booth monitors, 12 in or larger (QSC

K12.2 class), one each side of the DJ position and

within 6 ft.

On stands or a shelf with the horns at ear height.

I'm 6'0", so that is about 5 ft 7 in (170 cm).

Fed from the mixer's booth output so I control the

level myself, independent of the master.

SOUND  SYS TEM  AND  POWER

Full range PA with subs sized for the room, and a

sound tech reachable for the whole set.

Mixer master out on XLR to front of house. A limiter

at front of house is welcome. I don't run the mixer

in the red.

One dedicated 15 or 20 amp circuit for the booth,

not shared with lighting, fog or refrigeration. Four

free outlets.

BOO TH ,  S I ZED  FOR  A  6 ' 0 "  DJ

table top 38"

playing surface 43"

horn 5 ft 7 in

3 ft cleardance floor

Table top at 38 in (97 cm); 36 to 40 works. With

decks on it the playing surface lands near 43 in,

just under my elbow.

A standard 30 in banquet table is too low on its

own. Risers, a bar height table or road cases fix it.

Surface at least 6 ft by 2 ft for decks and mixer, 4 ft

by 2 ft for a standalone. Rigid and level, no bounce,

and not sitting on the sub stack.

3 ft of clear floor behind the table and a clear sight

line to the dance floor.

A dimmable work light on the decks. No strobes or

movers aimed into the booth.

Outdoors: shade and rain cover over the whole

booth. Screens wash out and players overheat in

direct sun.

CHANGEOVER ,  RECORD ING ,  ADVANCE

15 minutes of booth access before my set for a line

check of both players and the monitors. Following

another DJ, I load in on the free player.

I record my sets from the mixer or the unit and

may publish them unless we agree otherwise. If

front of house records, I'd love a copy.

Seven days out, send: set time, exact gear list,

stage manager and sound tech names and

numbers, load-in and parking.

Can't meet something here? Tell me at advance.

Almost everything has a workaround if I know

before I'm standing in the booth.
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